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J. SPOUTS & ADAPTORS FOR FILLER UNITS SINGLE OUTLET

INDEX

F. SPOUTS FOR FILLER UNITS DOUBLE OUTLET

A. MINI-FILL DOSING POWER BASES  60 / 100 / 230 

B. ATTACHMENTS FOR THE DOSING POWER BASES

C. COMMAND

D. FILLER UNITS DOUBLE OUTLET

E. ATTACHMENTS FOR FILLER UNITS

SPOUTS INJECTION SINGLE

SPOUTS INJECTION SPECIAL 7/8" THREAD

G. FILLER UNITS SINGLE OUTLET

SPOUTS MULTI TWO, THREE, FOUR 7/8" THREAD

SPOUTS PLAIN

SPOUTS 90° 7/8" THREAD

SPOUTS HANDGUN 7/8" THREAD WITH FLEXIBLE SILICONE HOSES

SPOUT STRAIGHT 7/8" THREAD

H. PUMP ASSEMBLIES

I. ATTACHMENTS FOR FILLER UNITS

SPOUTS CREAM COVER HEADS 7/8'' THREAD

SPOUTS LAYERING 7/8" THREAD

ADAPTORS, PASTRY TIPS



Art no. Name Viscosities Particles, 

mm

tº, C

1a MFA000585 MINI-FILL DOSING POWER BASE 60; from liquid till 

soft products;

1b MFA000074 MINI-FILL DOSING POWER BASE 100; from liquid till 

semi-heavy 

products;

1c MFA000077 MINI-FILL DOSING POWER BASE 230; from liquid till 

heavy 

products;

2 MFA000195 FRAME TABLE TOP, height adjustable;

2 MFA002720 FRAME FIXED, on 4 swivel wheels;

2 B102023-00 BELBOWL-LIFT 900;

3 MFA000196 FOOT PEDAL SWITCH, heavy duty;

2

B. ATTACHMENTS FOR THE DOSING POWER BASES

for remote operation of all power bases;

to lift mixing bowls;

fits the power base; includes a height 

adjustable table; to deposit straight from 

nozzle in pans & trays; 

to use with filler units; 5,7'' touch screen 

controls the amount of product to be 

dispensed, speed and dispensing mode 

(continuous, single/automatic, reverse 

cycle to prevent dripping); 120/220 VAC; 

24 V; 50/60 Hz; 230 Watt motor; 

fits the power base; for easy height 

adjustment of the power base; to control 

the height of the machine for convenient 

filling of bottles, muffin trays, jars, etc.

A. MINI-FILL DOSING POWER BASES 60 / 100 / 230

C. COMMAND

DOSING POWER BASE 230 (for dosing from liquid till heavy products)

to use with filler units; 5,7'' touch screen 

controls the amount of product to be 

dispensed, speed and dispensing mode 

(continuous, single/automatic, reverse 

cycle to prevent dripping); 120/220 VAC; 

24 V; 50/60 Hz; 100 Watt motor; 

DOSING POWER BASE 60 (for dosing from liquid till soft products) 

to use with filler units; 5,7'' touch screen 

controls the amount of product to be 

dispensed, speed and dispensing mode 

(continuous, single/automatic, reverse 

cycle to prevent dripping); 120/220 VAC; 

24 V; 50/60 Hz; 60 Watt motor; 

Picture Description

DOSING POWER BASE 100 (for dosing from liquid till semi-heavy products) 



FILLER UNITS, DOUBLE OUTLETS, 6 TEETH GEAR (for dosing from soft till semi-heavy products)

Art no. Name Viscosities Particles, 

mm

tº, C

4a MFA000076 FILLER UNIT 8 l, double outlet d 11,1 mm, 6 teeth gear 

type impeller (f/a synthetic), pump cover (f/a 

synthetic);

from soft till 

semi-heavy 

products;

particles as 

seeds;

60º

4b MFA000175 FILLER UNIT 15 l, double outlet d 11,1 mm, 6 teeth 

gear type impeller (f/a synthetic), pump cover (f/a 

synthetic);

from soft till 

semi-heavy 

products;

particles as 

seeds;

60º

5a MFA000484 PRESSURE DISC, f/a synthetic, for 15 l hopper;  soft, aerated 

products;

5b MFA000180 PRESSURE DISC, stainless steel, for 15 l hopper; heavy 

products;

6a MFM000485 LID with a shaft opening;

6b MFM000015 LID;

3

to press the product downwards to the 

gears/lobe impellers of the pump; to 

empty the hopper easier while depositing;

E. ATTACHMENTS FOR FILLER UNITS

for spouts with d 11,1 mm necks;

D. FILLER UNITS DOUBLE OUTLET

for spouts with d 11,1 mm necks;

Picture Description



Art no. Name Viscosities Particles, 

mm

tº, C

7a MFB000892 HEATER JACKET, for hopper 8 l;

7b MFB000893 HEATER JACKET, for hopper 15 l;

8 MFA000545 SPOUT INJECTION 30° tip/no slit, tube d 4,8 mm x L 50 

mm, for double outlet d 11,1 mm;

0,79 mm

8 MFA000546 SPOUT INJECTION 30° tip/no slit, tube d 7,9 mm x L 50 

mm, for double outlet d 11,1 mm;

2,38 mm

8 MFA000547 SPOUT INJECTION 30° tip/no slit, tube d 7,9 mm x L 

120 mm, for double outlet d 11,1 mm; 

2,38 mm

8 MFA000548 SPOUT INJECTION 30° tip/no slit, tube d 7,9 mm x L 

160 mm, for double outlet d 11,1 mm;

2,38 mm

8 MFA000549 SPOUT INJECTION 30° tip/no slit, tube d 11,1 mm x L 

120 mm, for double outlet d 11,1 mm;

2,38 mm

8 MFA000550 SPOUT INJECTION 30° tip/no slit, tube d 11,1 mm x L 

160 mm, for double outlet d 11,1 mm;

2,38 mm

8 MFA000551 SPOUT INJECTION turtle tip/no slit, tube d 7,9 mm x L 

120 mm, for double outlet d 11,1 mm;

2,38 mm

8 MFA000552 SPOUT INJECTION turtle tip/with slit, tube d 7,9 mm x 

L 120 mm, for double outlet d 11,1 mm;

2,38 mm

8 MFA000553 SPOUT INJECTION turtle tip/no slit, tube d 11,1 mm x L 

160 mm, for double outlet d 11,1 mm;  

2,38 mm

8 MFA000554 SPOUT INJECTION turtle tip/with slit, tube d 11,1 mm 

x L 160 mm, for double outlet d 11,1 mm; 

2,38 mm

8 MFA000229 SPOUT INJECTION 30° tip, tube d 7,9 mm x L 41 mm, 

for double outlet d 11,1 mm;          

0,79 mm

4

for profitroles, berliners, muffins, cakes, 

choux pastry, etc.

for large size eclairs; don't move the 

product backwards while injecting;

for medium size eclairs; don't move the 

product backwards while injecting;

for large size eclairs;

SPOUTS INJECTION DOUBLE

F. SPOUTS FOR FILLER UNITS DOUBLE OUTLET

DescriptionPicture

for small size profitroles, berliners, 

muffins, cakes, choux pastry, etc.;

from soft till 

heavy and 

aerated 

products 

depending on 

the d of the 

spout;

for small size profitroles, berliners, 

muffins, cakes, choux pastry, etc.;

for medium size eclairs;

for large size eclairs;

for medium size eclairs;

for large size eclairs;

for medium size eclairs;

adjustable thermostat, 500 W, till 

+120ºC; to keep products warm while 

depositing;



Art no. Name Viscosities Particles, 

mm

tº, C

9a MFA001033 FILLER UNIT 8 l, single outlet d 22,2 mm, 2 lobe type 

impeller (f/a synthetic), pump cover (f/a anodised 

aluminium, heavy duty);

from soft till 

heavy and 

aerated 

products;

soft and 

hard 

particles 

max d 15 

mm;

60º

9b MFA001034 FILLER UNIT 15 l, single outlet d 22,2 mm, 2 lobe type 

impeller (f/a synthetic), pump cover (f/a anodised 

aluminium, heavy duty);

from soft till 

heavy and 

aerated 

products;

soft and 

hard 

particles 

max d 15 

mm;

60º

10a MFA000075 FILLER UNIT 8 l, single outlet d 22,2 mm, 3 lobe type 

impeller (f/a synthetic), pump cover (f/a anodised 

aluminium, heavy duty);

from soft till 

heavy and 

aerated 

products;

soft and 

hard 

particles 

max d 10 

mm;

60º

10b MFA000174 FILLER UNIT 15 l, single outlet d 22,2 mm, 3 lobe type 

impeller (f/a synthetic), pump cover (f/a anodised 

aluminium, heavy duty);

from soft till 

heavy and 

aerated 

products;

soft and 

hard 

particles 

max d 10 

mm;

60º

5

FILLER UNITS, SINGLE OUTLET, 3 LOBE TYPE IMPELLER (for dosing from soft till heavy products, ESPECIALLY for aerated products or with particles)

for spouts with d 22,2 mm necks;

for spouts with d 22,2 mm necks;

for spouts with d 22,2 mm necks;

Description

for spouts with d 22,2 mm necks;

Picture

G. FILLER UNITS SINGLE OUTLET

FILLER UNITS, SINGLE OUTLET, 2 LOBE TYPE IMPELLER (for dosing from soft till heavy products, ESPECIALLY for aerated products or with particles)



FILLER UNITS, SINGLE OUTLET, 6 TEETH GEAR TYPE IMPELLER (for dosing from soft till semi-heavy products)

Art no. Name Viscosities Particles, 

mm

tº, C Price, €

11a MFA000475 FILLER UNIT 8 l, single outlet d 22,2 mm, 6 teeth gear 

type impeller (f/a synthetic), pump cover (f/a 

synthetic);

from soft till 

semi-heavy 

products;

soft 

particles 

max d 5 

mm & 

seeds;

60º

11b MFA000476 FILLER UNIT 15 l, single outlet d 22,2 mm, 6 teeth gear 

type impeller (f/a synthetic), pump cover (f/a 

synthetic);

from soft till 

semi-heavy 

products;

soft 

particles 

max d 5 

mm & 

seeds;

60º

FILLER UNITS, SINGLE OUTLET, 14 TEETH GEAR TYPE IMPELLER (for dosing liquid products)

12a MFA000477 FILLER UNIT 8 l, single outlet d 22,2 mm, 14 teeth gear 

type impeller (f/a synthetic), pump cover (f/a 

anodised aluminium, heavy duty);

only liquid 

products;

only 

particles as 

seeds;

60º

12b MFA000478 FILLER UNIT 15 l, single outlet d 22,2 mm, 14 teeth 

gear type impeller (f/a synthetic), pump cover (f/a 

anodised aluminium, heavy duty);

only liquid 

products;

only 

particles as 

seeds;

60º

6

for spouts with d 22,2 mm necks;

DescriptionPicture

for spouts with d 22,2 mm necks;

for spouts with d 22,2 mm necks;

for spouts with d 22,2 mm necks;



Art no. Name Viscosities Particles, 

mm

tº, C

13a MFA000818 PUMP ASSEMBLY, 2 lobe type impeller (f/a synthetic), 

pump cover (f/a anodised aluminium, heavy duty), for 

filler units single outlet d 22,2 mm;

from soft till 

heavy and 

aerated 

products;

soft and 

hard 

particles 

max d 15 

mm;

60º

13b MFA000540 PUMP ASSEMBLY, 3 lobe type impeller (f/a synthetic), 

pump cover (f/a anodised aluminium, heavy duty), for 

filler units single outlet d 22,2 mm;

from soft till 

heavy and 

aerated 

products;

soft and 

hard 

particles 

max d 10 

mm;

60º

13c MFA000542 PUMP ASSEMBLY, 6 teeth gear type impeller (f/a 

synthetic),  pump cover (f/a synthetic), for filler units 

single outlet d 22,2 mm;

from soft till 

semi-heavy 

products;

soft 

particles 

max d 5 

mm & 

seeds;

60º

13d MFA000543 PUMP ASSEMBLY, 14 teeth gear type impeller (f/a 

synthetic), pump cover (f/a anodised aluminium, heavy 

duty), for filler units single outlet d 22,2 mm;

only liquid 

products;

only 

particles as 

seeds;

60º

7

Description

for spouts with d 22,2 mm necks;

for spouts with d 22,2 mm necks;

for spouts with d 22,2 mm necks;

for spouts with d 22,2 mm necks;

H. PUMP ASSEMBLIES

Picture



Art no. Name Viscosities Particles, 

mm

tº, C

14a MFA000484 PRESSURE DISC, f/a synthetic, for 15 l hopper;  soft, aerated 

products;

14b MFA000180 PRESSURE DISC, stainless steel, for 15 l hopper; heavy 

products;

15a MFM000485 LID with a shaft opening;

15b MFM000015 LID;

16 MFM000600 HOPPER DIVISION, stainless steel, for 15 l hopper;

17a MFB000892 HEATER JACKET, for hopper 8 l; 

17b MFB000893 HEATER JACKET, for hopper 15 l;

8

I. ATTACHMENTS FOR FILLER UNITS

to deposit two different flavours from one 

nozzle outlet (for ex. marble cake);

to press the product downwards to the 

gears/lobe impellers of the pump; to 

empty the hopper easier while depositing;

DescriptionPicture

adjustable thermostat, 500 W, till 

+120ºC; to keep products warm while 

depositing;



Art no. Name Viscosities Particles, 

mm

tº, C

18 MFA000555 SPOUT INJECTION 30° tip/no slit, tube d 4,8 mm x L 50 

mm, for single outlet d 22,2 mm; 

no

18 MFA000556 SPOUT INJECTION 30° tip/no slit, tube d 7,9 mm x L 50 

mm, for single outlet d 22,2 mm;  

2,38 mm

18 MFA000557 SPOUT INJECTION 30° tip/no slit, tube d 7,9 mm x L 

120 mm, for single outlet d 22,2 mm; 

2,38 mm

18 MFA000558 SPOUT INJECTION 30° tip/no slit, tube d 7,9 mm x L 

160 mm, for single outlet d 22,2 mm; 

2,38 mm

18 MFA000559 SPOUT INJECTION 30° tip/no slit, tube d 11,1 mm x L 

120 mm, for single outlet d 22,2 mm;

2,38 mm

18 MFA000560 SPOUT INJECTION 30° tip/no slit, tube d 11,1 mm x L 

160 mm, for single outlet d 22,2 mm;

2,38 mm

18 MFA000561 SPOUT INJECTION turtle tip/no slit, tube d 7,9 mm x L 

120 mm, for single outlet d 22,2 mm;  

2,38 mm

18 MFA000562 SPOUT INJECTION turtle tip/with slit, tube d 7,9 mm x 

L 120 mm, for single outlet d 22,2 mm; 

2,38 mm

18 MFA000563 SPOUT INJECTION turtle tip/no slit, tube d 11,1 mm x L 

160 mm, for single outlet d 22,2 mm;

2,38 mm

18 MFA000564 SPOUT INJECTION turtle tip/with slit, tube d 11,1 mm 

x L 160 mm, for single outlet d 22,2 mm; 

2,38 mm

9

for large size eclairs; don't move the 

product backwards while injecting;

Description

SPOUTS INJECTION SINGLE (ESPECIALLY for aerated products or with particles)

for small size profitroles, berliners, 

muffins, cakes, choux pastry, etc.;

for medium size eclairs;

for large size eclairs;

for small size profitroles, berliners, 

muffins, cakes, choux pastry, etc.;

J. SPOUTS & ADAPTORS FOR FILLER UNITS SINGLE OUTLET

for medium size eclairs; don't move the 

product backwards while injecting;

from soft till 

heavy and 

aerated 

products 

depending on 

the d of the 

spout;

for medium size eclairs;

for large size eclairs;

for medium size eclairs;

for large size eclairs;

Picture



Art no. Name Viscosities Particles, 

mm

tº, C

19 MFA000108 SPOUT PLAIN, tube d 14,3 mm x L 80 mm, for single 

outlet d 22,2 mm;  

9,6 mm

19 MFA000088 SPOUT PLAIN, tube d 22,2 mm x L 180 mm, for single 

outlet d 22,2 mm; 

12,7 mm

19 MFA000089 SPOUT PLAIN 45°, tube d 22,2 mm x L 120 mm, for 

single outlet d 22,2 mm;

12,7 mm

20 MFA002721 SPOUT STRAIGHT 7/8" thread, d 22,2 mm x L 70 mm, 

for single outlet d 22,2 mm;

21 MFA000163 SPOUT INJECTION FOR CROISSANT 7/8" thread, 4 

injection needles d 6 mm x L 30 mm, for single outlet d 

22,2 mm;

21 MFA002813   SPOUT INJECTION FOR CROISSANT 7/8" thread, 4 

injection needles d 8 mm x L 30 mm, for single outlet d 

22,2 mm;

21 MFA002764 SPOUT INJECTION FOR CROISSANT 7/8" thread, 

specify distance between centres of needles, amount of 

needles, d and L of needles, for single outlet d 22,2 

mm;21 MFA000169 SPOUT INJECTION TRIPLE 7/8" thread, 3 injection 

needles d 6 mm x L 30 mm, for single outlet d 22,2 

mm;

21 MFA002814 SPOUT INJECTION TRIPLE 7/8" thread, 3 injection 

needles d 8 mm x L 30 mm, for single outlet d 22,2 

mm;

21 MFA002765 SPOUT INJECTION TRIPLE 7/8" thread, specify 

distance between centres of needles, amount of 

needles, d and L of needles, for single outlet d 22,2 

mm;21 MFA000829 SPOUT INJECTION FOR DONUT 7/8" thread, d 65 mm, 

8 injection needles d 6 mm x L 30 mm, for single outlet 

d 22,2 mm; 

21 MFA000833 SPOUT INJECTION FOR DONUT 7/8" thread, d 65 mm, 

8 injection needles d 8 mm x L 30 mm, for single outlet 

d 22,2 mm; 

21 MFA000834 SPOUT INJECTION FOR DONUT 7/8" thread,specify 

distance between centres of needles, amount of 

needles, d and L of needles, for single outlet d 22,2 

mm;
10

SPOUT STRAIGHT 7/8" THREAD

SPOUTS INJECTION SPECIAL 7/8" THREAD

no

no

nosoft, semi-

heavy 

products;

to inject rolls, sandwiches, etc. through 

the bottom;

Description

to attach special injection spouts;

to inject donuts;

from semi-

liquid till semi-

heavy 

products;

from semi-

liquid till semi-

heavy 

products;

Picture

SPOUTS PLAIN

to inject croissants through the bottom in 

one time;

for cannoli, cheese filling in puff pastry, 

waffle cornettos, choux pastry, etc.; 



Art no. Name Viscosities Particles, 

mm

tº, C

22 MFA001035 SPOUT 90° 7/8" thread, d 22,2 mm x L 100 mm, for 

single outlet d 22,2 mm;

22 MFA000170 SPOUT 90° 7/8" thread, d 22,2 mm x L 160 mm, for 

single outlet d 22,2 mm;

22 MFA000178 SPOUT 90° 7/8" thread, d 22,2 mm x L 400 mm, for 

single outlet d 22,2 mm;

22 MFA000179 SPOUT 90° 7/8" thread, custom, d 22,2 mm x specify L, 

max 500 mm, for single outlet d 22,2 mm;

23 MFA000231 BALANCER for the handgun spout;

24 MFA000159 SPOUT HANDGUN 7/8" thread, with a flexible silicone 

hose d 14 mm x L 665 mm, for single outlet d 22,2 mm;

from liquid till 

heavy 

products;

12,7 mm

24 MFA000160 SPOUT HANDGUN 7/8" thread, with a flexible silicone 

hose d 19,05 mm x L 665 mm, for single outlet d 22,2 

mm;

from liquid till 

heavy 

products;

12,7 mm

24 MFA002723 SPOUT HANDGUN 7/8" thread, with a flexible silicone 

hose d 25,4 mm x L 665 mm, for single outlet d 22,2 

mm;

from liquid till 

very soft 

products;

12,7 mm

24 MFA000230 SPOUT HANDGUN 7/8" thread, with a flexible silicone 

hose, custom, specify hose d x L, max L 1500 mm, for 

single outlet d 22,2 mm;

11

to use in combination with attachments 

mentioned below; to use alone to deposit 

in/on baking tray, piece of dough, jar, 

bottle, etc.    

Description

depends on 

the type of 

the used 

attach-

ment;

to fill and dress products on a tray, in a 

cup, jar, bottle, etc. as with a pastry bag, 

but more convenient; operated with a 

trigger command on the handgun;

for the handgun spout, used to 

counterbalance a handgun with flexible 

hose; to carry the weight of the filled hose 

and make it lighter and more comfortable 

to handle;

depends on 

the type of the 

used 

attachment;

SPOUTS HANDGUN 7/8" THREAD WITH FLEXIBLE SILICONE HOSES

SPOUTS 90° 7/8" THREAD

Picture



Art no. Name Viscosities Particles, 

mm

tº, C

25 MFA000185 SPOUT MULTI TWO 7/8" thread, L 65 mm, for single 

outlet d 22,2 mm;

25 MFA000186 SPOUT MULTI TWO 7/8" thread, L 70 mm, for single 

outlet d 22,2 mm;

25 MFA000187 SPOUT MULTI TWO 7/8" thread, L 76 mm, for single 

outlet d 22,2 mm;

25 MFA000188 SPOUT MULTI TWO 7/8" thread, L 83 mm, for single 

outlet d 22,2 mm;

25 MFA000189 SPOUT MULTI TWO 7/8" thread, L 90 mm, for single 

outlet d 22,2 mm;

25 MFA000190 SPOUT MULTI TWO 7/8" thread, L 102 mm, for single 

outlet d 22,2 mm;

25 MFA000191 SPOUT MULTI TWO 7/8" thread, L 115 mm, for single 

outlet d 22,2 mm;

25 MFA000164 SPOUT MULTI TWO 7/8" thread, L 127 mm, for single 

outlet d 22,2 mm;

25 MFA000192 SPOUT MULTI TWO 7/8" thread, L 140 mm, for single 

outlet d 22,2 mm;

25 MFA000193 SPOUT MULTI TWO 7/8" thread, specify L, for single 

outlet d 22,2 mm;

25 MFA000483 SPOUT MULTI THREE CUSTOM 7/8" thread, specify 

spacing, for single outlet d 22,2 mm;

25 MFA000213 SPOUT MULTI FOUR CUSTOM 7/8" thread, specify 

spacing, for single outlet d 22,2 mm;

12

to fill 2-4 at a time across - cupcakes, 

muffin trays, piece of dough, jars, bottles, 

etc;

depends on 

the type of 

the used 

attach-

ment;

depends on 

the type of the 

used 

attachment;

SPOUTS MULTI TWO, THREE, FOUR 7/8" THREAD

Picture Description



Art no. Name Viscosities Particles, 

mm

tº, C

26 MFA000329 SPOUT FULL CREAM COVER HEAD 7/8" thread, outlets, 

fullcover d 40-70 mm, for single outlet d 22,2 mm;

26 MFA000330 SPOUT FULL CREAM COVER HEAD 7/8" thread, outlets, 

fullcover d 71-100 mm, for single outlet d 22,2 mm;

26 MFA000331 SPOUT FULL CREAM COVER HEAD 7/8" thread, outlets, 

fullcover d 101-130 mm, for single outlet d 22,2 mm;

26 MFA000336 SPOUT OUTSIDE CREAM COVER HEAD 7/8" thread, star 

tips L 25 mm, d 40-70 mm, for single outlet d 22,2 mm;

26 MFA000337 SPOUT OUTSIDE CREAM COVER HEAD 7/8" thread, star 

tips L 25 mm, d 71-100 mm, for single outlet d 22,2 

mm;

26 MFA000338 SPOUT OUTSIDE CREAM COVER HEAD 7/8" thread, star 

tips L 25 mm, d 101-130 mm, for single outlet d 22,2 

mm;

26 MFA000343 SPOUT FULL CREAM COVER HEAD 7/8" thread, star tips 

L 25 mm, fullcover d 40-70 mm, for single outlet d 22,2 

mm;

26 MFA000344 SPOUT FULL CREAM COVER HEAD 7/8" thread, star tips 

L 25 mm, fullcover d 71-100 mm, for single outlet d 

22,2 mm;

26 MFA000345 SPOUT FULL CREAM COVER HEAD 7/8" thread, star tips 

L 25 mm, fullcover d 101-130 mm, for single outlet d 

22,2 mm;

13

Description

to fill and decorate;

to fill and decorate;

to fill and decorate;

SPOUTS CREAM COVER HEADS 7/8'' THREAD

Picture

no

from semi-

liquid till soft 

paste;

no

no

from semi-

liquid till soft 

paste;

from semi-

liquid till soft 

paste;



Art no. Name Viscosities Particles, 

mm

tº, C

27 MFA000153 SPOUT LAYERING 7/8" thread, L 30 mm x W 3,6 mm, 

for single outlet d 22,2 mm; 

2,38 mm

27 MFA000215 SPOUT LAYERING 7/8" thread, L 40.6 mm x W 2 mm, 

for single outlet d 22,2 mm; 

1,58 mm

27 MFA000216 SPOUT LAYERING 7/8" thread, L 40.6 mm x W 4 mm, 

for single outlet d 22,2 mm; 

2,38 mm

27 MFA000217 SPOUT LAYERING 7/8" thread, L 50 mm x W 2,54 mm, 

for single outlet d 22,2 mm; 

2,38 mm

27 MFA000218 SPOUT LAYERING 7/8" thread, L 60 mm x W 3 mm, for 

single outlet d 22,2 mm; 

2,38 mm

27 MFA000219 SPOUT LAYERING 7/8" thread, L 70 mm x W 3 mm, for 

single outlet d 22,2 mm; 

2,38 mm

27 MFA000220 SPOUT LAYERING 7/8" thread, L 70 mm x W 3,6 mm, 

for single outlet d 22,2 mm; 

2,38 mm

27 MFA000221 SPOUT LAYERING 7/8" thread, L 80 mm x W 2,54 mm, 

for single outlet d 22,2 mm;  

2,38 mm

27 MFA000222 SPOUT LAYERING 7/8" thread, L 80 mm x W 3,6 mm, 

for single outlet d 22,2 mm; 

3,17 mm

27 MFA000223 SPOUT LAYERING 7/8" thread, L 89 mm x W 4,8 mm, 

for single outlet d 22,2 mm;  

4,76 mm

27 MFA000224 SPOUT LAYERING 7/8" thread, L 89 mm x W 6,4 mm, 

for single outlet d 22,2 mm;  

4,76 mm

27 MFA000225 SPOUT LAYERING 7/8" thread, L 101,6 mm x W 7,1 

mm, for single outlet d 22,2 mm; 

4,76 mm

27 MFA000226 SPOUT LAYERING 7/8" thread, L 110 mm x W 2 mm, 

for single outlet d 22,2 mm; 

1,58 mm

27 MFA000227 SPOUT LAYERING 7/8" thread, L 110 mm x W 10 mm, 

for single outlet d 22,2 mm; 

9,6 mm

27 MFA000228 SPOUT LAYERING 7/8" thread, custom, specify L x W, 

for single outlet d 22,2 mm; 

28 MFA000181 ADAPTOR 7/8" thread, locking nut, for single outlet d 

22,2 mm; 

29 MFA000321 ADAPTOR 7/8" thread, locking nut, for double outlet d 

11,1 mm; 

30 MFA000194 ADAPTOR 7/8"/ M42 thread, synthetic nut M42 for 

pastry tips;
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from semi-

liquid till semi-

heavy 

products;

for single outlet spouts with 22,2 mm 

thread; 

for double outlet spouts with d 11,1 mm 

thread; 

for pastry tips; to use with all diameters 

food approved synthetic pastry tips;

Description

ADAPTORS, PASTRY TIPS

SPOUTS LAYERING 7/8" THREAD

Picture

to make spreading & icings in/on puff 

pastry, sponge, sandwiches, cakes,  

baking tray, piece of dough, etc; 



Art no. Name Viscosities Particles, 

mm

tº, C

31 MFA000214 PASTRY TIPS 8 pcs, star tips;

31 MFA000396 PASTRY TIPS 6 pcs, plain tips;

31 MFA000397 PASTRY TIPS 3 pcs, yule log;
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Picture

to attach to nozzles with thread, to use 

with MFA000194;

to attach to nozzles with thread, to use 

with MFA000194;

to attach to nozzles with thread, to use 

with MFA000194;

Description


































