TANANK 200

CONTINUOUS MIXER

Equipped with a pedal or button controlled screw pump for the extraction of chocolate.®

The pump reverses its direction of rotation at the end of each working cycle to clean the tubing.e
This machine can be ordered with the pump emission point at the front, right.e

Exit pump: can be frontal, left, right.e

Entirely built in stainless steel AISI 304. The
mixer can be operated in a continuous or in-
termittent mode with programmable tempe-
ratures and timed mixing. The heating of the
tank and of the exit conduit are separately
thermoregulated. Integrated pump for the
supply of the relevant machines.

Tecnical data

Power consumption || 4,5 Kw - three phase, 5 poles
Tank capacity || 200 Kg
Dimensions || mm930x790x 1260h

TANK 200 Price € 8.900,00 @ ~ 2l
TANK 400 Price € 8.900,00 S -
SENSOR FEED FOR TANK

(to feel automatically the tempering machine from the tank])
Prezzo € 3.100,00

TANANK —HOO

CONTINUOUS MIXER

Tecnical datal Entirely builtin stainless steel AISI 304.

: The mixer can be operated in a conti-
Power consumption || 380V, three phase, 5 poles nuous or intermittent mode with pro-

Tank capacity || 400 Kg. grammable temperatures and timed
Dimensions || mm 1000 x 1120 x 1400h. mixing. The heating of the tank and of
the exit conduit are separately thermo-
regulated. Integrated pump for the sup-

ply of the relevant machines




